
AT EXISTING HORIZONTAL SHELF ANOLE JOINTS, REMOVE ALL EXISTING 
MORTAR AND SEALANTS. GLEAN JOINTS, PREPARE, PRIME ANO INSTALL 
lAEEPS, BACKER ROD AND JOINT SEALANT SYSTEM PER SPECIFICATIONS. 
PRIME 4 PAINT EXISTING SHELF ANCLES. TYPICAL FOR EIGHT lAINDOlAlS 


EXISTING COPING CAP TO REMAIN 



■■■■■■■■■■■■■I 


■■■■■■■■■■■■■■ 


EXISTING GLAZING TO REMAIN IN PLACE 


■■■■■■■■■■■I 



TUCKPOINT PORTION OF EXISTING FACAOE BY GRINOIN# 
OUT 4 REMOVING EXISTING CRUMBLING 4 OETERIORATip 
MORTAR. REMOVE 4 REPLACE BRICK lAHOSE FACE H;^ 
POPPEO. FILL JOINTS /NITH MORTAR AS SPECIFIEP. 


REPAIR EXISTING HORIZONTAL CRACKS 
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REPAIR CRACKS IN EXISTING FOUNPATION 



1 


EXTERIOR ELEVATION 


1/4” = r-c" 


ELEVATION NOTES: 

1. EXISTING HANDRAILS NOT SHO/SN FOR CLARITY 4 
ARE THEREFORE NOT IN CONTRACT. 

2. FOR CLEANING 4 /SATERPROOFING, SEE 
SPECIFICATIONS 



EXTERIOR ELEVATION 


1/4" = r-0" 


ELEVATION NOTES: 


1 . 


2 . 


3. 


4. 


EXISTING HANDRAILS NOT SHO/^IN FOR CLARITY 4 
ARE THEREFORE NOT IN CONTRACT. 

AT EXISTING PRECAST CONCRETE SILLS, G.C. TO 
TUCKPOINT PERIMETER 4 REPAIR EXISTING CRACKS. 
EXISTING SEALANT AT PERIMETER OF IAIINDO/SS TO 
REMAIN. PREPARE EXISTING SURFACE FOR 
INSTALLATION OF SKIMCOAT SEALANT 
FOR CLEANING 4 IAIATERPROOFING, SEE 
SPECIFICATIONS 




KEY PLAN 


NOT TO SCALE 
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DATE 

5/15/15 

SCALE 

AS NOTED 

PROJ. NO. 

— 

SHEET 



Ail 









































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































TUGKPOINT PGRTIGN GF EXISTING FACADE BY GRINDING GUT $ REMGVING 
EXISTING CRUMBLING 4 DETERIGRATED MGRTAR. REMGVE 4 REPLACE BRICK 
lAlHGSE FACE HAS PGPPED. FILL JGINTS INITH MGRTAR AS SPECIFIED. 


EXISTING CGPING CAP TG REMAIN 


INSTALL 6''h STAINLESS STEEL 
DIAMGND PLATE KICKPLATE GN 
DOGR 4 SIDELIGHT; SEAL PERIMETER 

PATCH 4 REPAIR EXISTING 
DGGR 4 SIDELIGHT 


REPAIR CRACK IN 
EXISTING MASGNRY JGINT 

REPAIR DIAGGNAL CRACK IN 
CHEEK GF EXISTING STAIRS 

SEAL PRECAST SILL TG 
TGP STAIR LANDING 



REPAIR CRACK IN EXISTING FGUNDATIGN 


AT EXISTING HGRIZGNTAL SHELF ANGLE JGINTS, REMGVE ALL EXISTING MGRTAR AND SEALANTS. CLEAN JGINTS, PREPARE, PRIME 
AND INSTALL /SEEPS, BACKER RGD AND JGINT SEALANT SYSTEM PER SPECIFICATIGNS. PRIME 4 PAINT EXISTING SHELF ANGLES 


G.C. TG REMGVE EXISTING SEALANT FRGM INTERSECTIGN GF EXISTING 
FGUNDATIGN 4 CGNCRETE APRGN. SEE SPECIFICATIGNS FGR INFILL MATERIAL 


1 


EXTERIOR ELEVATION 


1/4" = r-o" 



ELEVATIGN NGTES: 

1. AT EXISTING PRECAST CGNCRETE SILLS, G.C. TG 
TUCKPGINT PERIMETER 4 REPAIR EXISTING CRACKS. 

2. EXISTING SEALANT AT PERIMETER GF/SINDG/SS TG 
REMAIN. PREPARE EXISTING SURFACE FGR 
INSTALLATIGN GF SKIMCGAT SEALANT 

3. FGR CLEANING 4 /SATERPRGGFING, SEE 
SPECIFICATIGNS 


EXISTING VENEER BRICK 4 BACKUP TG 
REMAIN ("ASSUMED TG BE S" C.M.U.j 

INSTALL LIQUID MEMBRANE ARGUND 
TERMINATIGN BAR, 4 BEVEL TGP 


REMGVE AS MUCH GF THE EXISTING 
VENEER MASGNRY AS REQUIRED FGR 
INSTALLATIGN GF NEIA FLASHINGS 


END SELF-ADHERED FLASHING /NITH 
TERMINATIGN BAR, AND SET IN LIQUID MEMBRANE 

SELF-ADHERED FLASHING 
SET IN MASTIC GR PRIMER 


STEEL LINTEL SIZE TG MATCH EXISTING; 

PRGVIDE 4" BEARING AT EACH END 4 
SUPPGRT CENTER SPAN SIMILAR TG EXISTING 

INEEP HGLES @ 24" G/C 

APPLY PRIMER TG ALL SURFACES GF FLASHING INHERE 
IT TGUCHES LINTEL GR EXISTING BRICK BACK-UP 

FIELD FABRICATED FLASHING. EMBED ALL 
SURFACES THAT ARE IN CGNTACT (NITH DISSIMILAR 
MATERIALS INITH IN SILICGNE SEALANT 


PAINT EXISTING fGR NE/SJ STRUCTURAL 
STEEL LINTEL /NITH RUST INHIBITING PAINT 

SKIMCGAT SEALANT AT /SINDGAI PERIMETER 

EXISTING ININDGIN GLAZING TG REMAIN 




LINTEL REPLACEMENT PETAL 


3" = r-0" 


APP ALTERNATE #1 



TERMINATION BAR REPAIR PETAL 

1 / 2 " = r- 0 " 




<Er PLAN 


NOT TO SCALE 







DATE 


5 / 15/15 


SCALE 


AS NOTED 


PROJ. NO. 


SHEET 


A1.2 
























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































1 


EXTERIOR ELEVATION 


1/4" = r-0" 


ELEVATION NOTES: 

1. AT EXISTING PRECAST CONCRETE SILLS, C.C. TO 
TUCKFCINT PERIMETER 4 REPAIR EXISTING CRACKS. 

2. EXISTIN6 SEALANT AT PERIMETER CP ININPCINS TO 
REMAIN. PREPARE EXISTING SURFACE FOR 
INSTALLATION OF SKIMCCAT SEALANT 

4. FOR CLEANIN6 4 IAATERPRCCFIN6, SEE 
SPECIFICATIONS 




EXTERIOR ELEVATION 


1/4" = r-0" 


ELEVATION NOTES: 

1. AT EXISTINC PRECAST CONCRETE SILLS, C.C. TO 
TUCKPCINT PERIMETER 4 REPAIR EXISTING CRACKS. 

2. EXISTING SEALANT AT PERIMETER OF lAINPClAS TO 
REMAIN. PREPARE EXISTING SURFACE FOR 
INSTALLATION OF SKIMCCAT SEALANT 

4. FOR CLEANINC 4 mTERPRCCFINC, SEE 
SPECIFICATIONS 




KEY PLAN 


NOT TO SCALE 
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CATE 

5/15/15 

SCALE 

AS NCTEC 

PROJ. NO. 
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SHEET 
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